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CHEMICAL FIXING - ACCESSORIES CHEMICAL FIXING - ACCESSORIES

Internal threaded socket STEEL

Dome NUT STAINLESS STEEL polyethylen nut cover 

DF

CEI CEP

Internal thread socket.

For optimum finishing and corrosion protection. For optimum finishing and 
corrosion protection.

For use with chemical resin.

To use on the threaded rod hex 
nut or on a hex head.

mixing nozzle mixing nozzle extension
VI-BUSE BUSE-EXT

Standard mixing nozzle for 300ml up to 420ml cartridges. For hole of more than 200mm depth.

Item 
code

Socket  
size 

Threaded 
rod

Hole
Size

Qty
Per Box

Qty
Per outer

Weight
Per 100

Ø x L Ø
mm mm mm kg

DF0650 7 x 50 M6 10 20 300 1

DF0880 12 x 80 M8 16 20 300 4

DF1080 14 x 80 M10 18 10 150 4.6

DF1280 16 x 80 M12 20 10 150 5.2

Item 
code Designation

Qty
Per Box

Qty
Per outer

Weight
Per 100

kg

VI-BUSE Mixing nozzle 12 240 1

Item 
code Designation

Qty
Per Box

Qty
Per outer

Weight
Per 100

kg

BUSE-EXT500 Mixing nozzle extension 500 mm 1 10 1

BUSE-EXT1000 Mixing nozzle extension 1000 mm 1 10 4

Item 
code

Threaded 
rod

Qty
Per Box

Qty
Per outer

Weight
Per 100

Ø SW
mm mm kg

CEI-M06 M6 10 200 2 000 1

CEI-M08 M8 13 100 1 500 1

CEI-M10 M10 17 100 1 500 1

CEI-M12 M12 19 50 750 1

CEI-M16 M16 24 25 375 1

CEI-M20 M20 30 10 150 1

Item code Item code Item code
RAL7038 Nut

Qty
Per Box

Qty
Per outer

Weight
Per 100

White Black Grey Ø SW
mm mm kg

CEP-SW10-B CEP-SW10-N CEP-SW10-G M6 10 100 1 500 5.8

CEP-SW13-B CEP-SW13-N CEP-SW13-G M8 13 100 1 500 10.9

CEP-SW16-B CEP-SW16-N CEP-SW16-G M10 16 50 750 17.8

CEP-SW17-B CEP-SW17-N CEP-SW17-G M10 17 50 750 19.6

CEP-SW18-B CEP-SW18-N CEP-SW18-G M12 18 50 750 22.7

CEP-SW19-B CEP-SW19-N CEP-SW19-G M12 19 50 750 23.8

CEP-SW22-B CEP-SW22-N CEP-SW22-G M14 22 25 375 30.8

CEP-SW24-B CEP-SW24-N CEP-SW24-G M16 24 20 300 50.6

CEP-SW30-B CEP-SW30-N CEP-SW30-G M20 30 10 150 83.7

dust blower

cleaning brush

dust blower
AIR

BR

PS

For use with the metallic brush for a complete dust removing of the 
drilled hole.

Allows deep dust removal from the drilled hole.

For use with the metallic brush for a complete dust removal of the 
drilled hole.

Item 
code Designation

Qty
Per Box

Qty
Per outer

Weight
Per 100

kg

AIR Manual blowing pump 1 24 30

Item 
code Designation

Qty
Per Box

Qty
Per outer

Weight
Per 100

kg

BR08/10 Brush for Ø 8-10 mm hole 1 1 10

BR10/14 Brush for Ø 10-14 mm hole 1 1 10

BR16/28 Brush for Ø 16-18 mm hole 1 1 10

Item 
code Designation

Qty
Per Box

Qty
Per outer

Weight
Per 100

kg

PS Manual dust blower 1 250 6



DATA SHEET 2/2

Scell-it® UK Ltd, Unit 7, Beacon Industrial Estate, Weston Road, Stafford ST18 0DG. 

Tel: 01785 246539     Email: sales@sellit.co.uk       www.scellit.co.uk

V1 - 21.03.22

n Construction Fixings  n Rivets & Rivnuts   n Setting Tools
3130

CHEMICAL FIXING - ACCESSORIES CHEMICAL FIXING - ACCESSORIES

Internal threaded socket STEEL

Dome NUT STAINLESS STEEL polyethylen nut cover 

DF

CEI CEP

Internal thread socket.

For optimum finishing and corrosion protection. For optimum finishing and 
corrosion protection.

For use with chemical resin.

To use on the threaded rod hex 
nut or on a hex head.

mixing nozzle mixing nozzle extension
VI-BUSE BUSE-EXT

Standard mixing nozzle for 300ml up to 420ml cartridges. For hole of more than 200mm depth.

Item 
code

Socket  
size 

Threaded 
rod

Hole
Size

Qty
Per Box

Qty
Per outer

Weight
Per 100

Ø x L Ø
mm mm mm kg

DF0650 7 x 50 M6 10 20 300 1

DF0880 12 x 80 M8 16 20 300 4

DF1080 14 x 80 M10 18 10 150 4.6

DF1280 16 x 80 M12 20 10 150 5.2

Item 
code Designation

Qty
Per Box

Qty
Per outer

Weight
Per 100

kg

VI-BUSE Mixing nozzle 12 240 1

Item 
code Designation

Qty
Per Box

Qty
Per outer

Weight
Per 100

kg

BUSE-EXT500 Mixing nozzle extension 500 mm 1 10 1

BUSE-EXT1000 Mixing nozzle extension 1000 mm 1 10 4

Item 
code

Threaded 
rod

Qty
Per Box

Qty
Per outer

Weight
Per 100

Ø SW
mm mm kg

CEI-M06 M6 10 200 2 000 1

CEI-M08 M8 13 100 1 500 1

CEI-M10 M10 17 100 1 500 1

CEI-M12 M12 19 50 750 1

CEI-M16 M16 24 25 375 1

CEI-M20 M20 30 10 150 1

Item code Item code Item code
RAL7038 Nut

Qty
Per Box

Qty
Per outer

Weight
Per 100

White Black Grey Ø SW
mm mm kg

CEP-SW10-B CEP-SW10-N CEP-SW10-G M6 10 100 1 500 5.8

CEP-SW13-B CEP-SW13-N CEP-SW13-G M8 13 100 1 500 10.9

CEP-SW16-B CEP-SW16-N CEP-SW16-G M10 16 50 750 17.8

CEP-SW17-B CEP-SW17-N CEP-SW17-G M10 17 50 750 19.6

CEP-SW18-B CEP-SW18-N CEP-SW18-G M12 18 50 750 22.7

CEP-SW19-B CEP-SW19-N CEP-SW19-G M12 19 50 750 23.8

CEP-SW22-B CEP-SW22-N CEP-SW22-G M14 22 25 375 30.8

CEP-SW24-B CEP-SW24-N CEP-SW24-G M16 24 20 300 50.6

CEP-SW30-B CEP-SW30-N CEP-SW30-G M20 30 10 150 83.7

dust blower

cleaning brush

dust blower
AIR

BR

PS

For use with the metallic brush for a complete dust removing of the 
drilled hole.

Allows deep dust removal from the drilled hole.

For use with the metallic brush for a complete dust removal of the 
drilled hole.

Item 
code Designation

Qty
Per Box

Qty
Per outer

Weight
Per 100

kg

AIR Manual blowing pump 1 24 30

Item 
code Designation

Qty
Per Box

Qty
Per outer

Weight
Per 100

kg

BR08/10 Brush for Ø 8-10 mm hole 1 1 10

BR10/14 Brush for Ø 10-14 mm hole 1 1 10

BR16/28 Brush for Ø 16-18 mm hole 1 1 10

Item 
code Designation

Qty
Per Box

Qty
Per outer

Weight
Per 100

kg

PS Manual dust blower 1 250 6


